
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 TREE TRIMMING OPERATIONS, 16VAC25-73  

16VAC25-73-60.  E. Stump Cutters; F. Vehicles. 

E.  Stump Cutters. 

1. The items contained in subsection A of this section shall 
always be included in the review of this section. Damaged 
stump cutters shall be removed from service and tagged until 
repaired or discarded. 

2. Stump cutters shall be equipped with enclosures or guards 
that reduce the risk of injury during operation. Enclosures or 
guards shall be kept in place when stump cutters are operative. 

3. Arborists and other workers in the immediate stump-cutting 
work zone shall wear vision, hearing, and other personal 
protective equipment in accordance with 16VAC25-73-40 D. 

4. When in a towing position, stump-cutter safety chains shall 
be crossed under the tongue of the stump cutter and properly 
affixed to the towing vehicle. 

5. Towable stump cutters or stump-cutter trailers, when 
detached from the vehicle, shall be chocked or otherwise 
secured in place. 

6. The operator shall be aware of underground utility locations 
prior to performing work. 
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TREE TRIMMING OPERATIONS, 16VAC25-73  

16VAC25-73-60.E. Stump Cutters; F.  Vehicles. 

CONTINUED 

F.  Vehicles. 

1. The items contained in subsection A of this section shall 
always be included in the review of this section. (See 
16VAC25-60-120.) Damaged vehicles shall be removed from 
service and tagged until repaired or discarded. 

2. A steel bulkhead or equivalent protective devices shall be 
provided to protect workers from load shifts in vehicles 
carrying logs or other material. 

3. Load-securing procedures shall be followed to prevent 
accidental shifting or discharge of logs or other materials from 
the vehicle during transport. 

4. Logs or other material shall not overhang the sides; obscure 
taillights, brake lights, or vision; or exceed height limits per 
state and local requirements for bridges, overpasses, utility 
lines, or other overhead hazards. 

5. To avoid the hazard of spontaneous combustion or the 
generation of undesirable odors, wood chips shall not be left 
in vehicles for extended periods. 
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